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DATASHEET

CATEGORY: APLIFILL and other ground enhancing products
NAME: 25kg bag APLIFILL
REFERENCE: AT-032L

PRODUCT DESCRIPTION

APLIFILL®: compound that reduces soil resistivity (25kg bag ).

APLIFILL is a highly hygroscopic compound, and therefore retains the moisture around the
electrode if we use it to fill the excavation made for soil replacement.

Ecological and non corrosive

Suitable for all types of soils, electrodes and earthing arrangements

It is characterised by increasing the conductivity of the ground.

DATASHEET

Reference AT-032L

Dimensions 520 x 340 x 150 mm

Weight 25000 g

Standards Complies with UNE 21186, NF C 17-102, IEC 62305

INSTRUCTIONS

INSTALLATION>

Mix the low resistivity compound APLIFILL with water outside the excavation using the proportion of 1 kilo of APLIFILL to 4 litres
of water.

Fill gradually the hole or trench, letting the mixture expand in the excavation.
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Datasheet: 25kg bag APLIFILL / AT-032L

OTHER INFORMATION

RELATED PRODUCTS>

AT-024H
APLIROD®
ø28x2000mm with AT-
020F clamp

AT-041H
ø5/8"x2m thrd 254µ Cu-
bond earth rod

Aplicaciones Tecnológicas, S.A. reserves its right to modify the information in this data sheet without prior notice.This publication cannot be copied, reproduced, transcribed or translated, either
wholly or in part, without the consent of Aplicaciones Tecnológicas, S.A.

2/2


